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12-1-2010

Mr. Tom Hurd

Repcor Inc.

11518 N. Port Washington Rd.

P. O. Box 404

Mequon, Wi  53092

Dear Tom, 

Please accept this letter as confirmation regarding the LLDPE black printed tubing that is produced for Repcor by Flexsol Packaging.

                                                  CERTIFICATE OF COMPLIANCE



Flexsol Packaging certifies that our products meet or exceed the 



requirements called for in Section 4 of ANSI.AWWA-C105/A21.5-10



which are as follows:




Tensile Strength
3600 PSI




Elongation
700%




Dielectric Strength
800V/Mil thickness (min.)



Impact Resistance
600 Grams




Propagation Tear
2550 grams/force



                Gauge

.008 minimum

                               
                Verification on the use of virgin PE film.



                Verification on compliance for revised markings.



                Verification that PE film contains no less than 2% carbon black with a



                with a particle diameter of 90 nm or less.



                Verification that QC inspections have been revised and are updated to all



                current standards.

                                                Quality auditing organizations include Perry Johnson Registrars

                                                (ISO 9001:2000) and AIB International.
Sincerely,

Dale Gange

Dale Gange

Technical Director

Flexsol Packaging

FlexSol Packaging Corp.

1531 NW 12th Ave.

Pompano Beach, FL  33069

PH  800-231-4191

FX  800-828-0530
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